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Y N Check List — Pre Start
U] Clean Fiiters ( size qty , Size qty , Size qty
U] Gas line shutoff valve accessible and operable

101 Pressure regulator installed (max gas pressure ¥ psig =14 “w. c.) -
LILI Transformer tap correct, 208v units
LI Gas lines purged

Operating checks / Measurements
115 v ignitor Transformer output energized ( acceptable 105 to 130 vac)

Ignitor voltage output from ignition module (acceptable 102 to 130 vac)

Ignitor amperage (ranges from 1.8 to 3.0 amps)

Combustion blower amperage (ranges from .25 to 1.2.amps )

- Negative pressure at valve outlet OFF - inw.c. (usually 2 to 4 “w.c. ) combustion
blower is on, but gas valve off

Negative pressure at valve outlet ON- inw.c. (should be -.15 t0 -.25 “ w.c.) during
heat cycle

Gas pressue entering gas valve OFF inw.c. (5t015“w.c)
Gas pressue entering gas valve ON inw.c. (3to 10“w.c.)

Air temp entering heat exchanger ____ deg minus leaving heat exchanger
Yields temp rise deg , range stamped on nameplate deg

Micro Amp At Ignition module (read with DC volt meter 1v min, 5 to 138 volts normal)

Additional Component Functional Checks
YN o

(] Limit control TCO1 opens at reduced air flow (shuts down heat)
[0 Limit control TCO2, opens with blower off (shuts down heat)
L0 ignition module locks out after 3 trials for ignition

LILT All outer panels fit securely in place




